o
-]

INSTALL TEMPOR
GUYS. STA.
STA.

INSTALL 3/8 IN
SIGNALS AND SI

INSTALL 24 IN.
L INE.

MD 24 IS ASSI
A NORTH - SO

JMED TO RUN IN

UTH DIRECTION

18,19
22:24.26

PROPOSED SIGNS

25,27

N

ONLY 9]
R3=-5(L) R3-6(1)L
(30"%x36") (30"x36")
17 21
<= Tollgate °° <= Emmorton °
20 23
Emmorton *° mp Tollgate ™ wi
D-3(1)
(VAR. X 167)

PROPOSED LED SIGNALS
| 73 ’140

1-2, 12-14

S5:6 11,15 16

-------

---------

PROPOSED VIDEO
‘DETECTION ZONE

asbsc.d

PROPOSED VIDEO

DETECTION

NEMA PHASING

P

272
273+68 LT

STA. 212

+13 RT.
. 64’, AND STA.

CH SPAN WIRE AND 1/4 IN.
GNS.

30’

L1 1 Ll 1 Ll I | vy 'Y
N\ T T T T T Y
\ \ _'_‘ ovL A . ave B8 OVL B oYL A
At il Il 11 I Pl Ll
Q K'X ¥ E'X - - . 4 - — -
' \ ' "\‘ "\.: ‘\.‘ "'.‘ — - ” — i -
LR TR\ LS 1T 1T 1T L4 [T tH
R\ \\"-. FERA R : 8 ¢ D : OPERATION
® K \1 } K\K } | | |
BN S ‘
| @/% | MD 24 (NORTHBOUND) )
A\ ' /
> /
.
e — /o~ \//
/ ~ - - —
____________________________________ , ~+f 50
' L. * 7 /CZ”//// ~50
\ N P s { | ~ / ,r &
:c ___________________ | / ‘" F— —
x“f :
SN —
/

15’

CONSTRUCTION DETAILS

1137,

STA.

195’, STA.
152

272422 LT.

ARY CLASS I1 WOOD POLE WITH SPAN WIRE WITH NECESSARY BACK
272+13 RT.
273+68 LT.

146',

SPAN WIRE (TETHER CABLE) WITH

WHITE REMOVABLE PREFORMED PAVEMENT LINE MARKING FOR STOP

+30 RT 156'. STA.
STA.  272+88 RT 202', STA. 273+10 LT 48', AND STA. 273+73 LT 109’

272+60 RT 107/,

STA.

WELLSTZ

BY.

272+72 LT 1557,

D. REL{'JCATE' CAMERA TO ACCOMMODATE NEW LANE CONFIGURATION.
E. REMOVE EXISTING SIGNALS AND SIGNS.
F. USE EXISTING GABINET.
G. USE EXISTING SIGNAL POLE.
H. USE EXISTING HANDHOLE.
I. USE EXISTING ONDUIT.
J. ROTATE EXISTI G LIGHT ARM 180 DEGREES ON EXISTING POLES.
K. ADJUST EXISTING BACK GUY TO ACCOMMODATE NEW CONFIGURATION (AS SHOWN).
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SECTIONS,

04.

PROPOSED SIGNAL EQUIPMENT.
- CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.

5. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE FINAL SIDEWALK OR
CURB GRADE FOR CLOSED SECTIONS.,
-TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,

GENERAL NOTES

1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH THE SHA/0QTS
ENGINEER.

2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS PRIOR TO -
INSTALLATION. :

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE
APPROPRTATE TERMINALS AND PROPERLY LABEL EACH CABLE.

_4. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO INSTALL ING
IF_ANY UTILITIY CONFLICTS SHOULD ARISE THE

HIGHEST ROADWAY PROFILE GRADE FOR OPEN

MD 818.01, MD 818.02.

THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TO THE

7. UPON COMPLETION OF PHASE 4 WORK,
ENTIRETY AS PART OF STAGE 5 OPERATIONS.

INSTALLATION OF ALL SIGNAL EQUIPMENT.

.6. THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER 2 WEEKS PRIOR TO
BEGINNING SIGNAL WORK TO ARRANGE FOR A SHA SIGNAL

INSPECTION.

THIS SIGNAL SHALL BE REMOVED IN ITS
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